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Subpart A—General
§ 180.1 Purpose and scope.

This part prescribes requirements
pertaining to the maintenance, recon-
ditioning, repair, inspection and test-
ing of packagings, and any other func-
tion having an effect on the continuing
qualification and use of a packaging
under the requirements of this sub-
chapter.

§ 180.2 Applicability.
(a) Any person who performs a func-

tion prescribed in this part shall per-
form that function in accordance with
this part.

(b) Any person who performs a func-
tion prescribed in this part is consid-
ered subject to the regulations of this
subchapter when that person—

(1) Makes any representation indi-
cating compliance with one or more of
the requirements of this part; or

(2) Reintroduces into commerce a
packaging that bears markings indi-
cating compliance with this part.

[Amdt. 180–2, 54 FR 25032, June 12, 1989, as
amended by Amdt. 180–2, 56 FR 27877, June
17, 1991]

§ 180.3 General requirements.
(a) No person may represent, mark,

certify, sell, or offer a packaging or
container as meeting the requirements
of this part, or an exemption per-
taining to this part issued under sub-
chapter A of this chapter, whether or
not the packaging or container is in-
tended to be used for the transpor-
tation of a hazardous material, unless
it is marked, maintained, recondi-
tioned, repaired, or retested, as appro-
priate, in accordance with this part, an
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approval issued thereunder, or an ex-
emption issued under subchapter A of
this chapter.

(b) The representations, markings,
and certifications subject to the prohi-
bitions of paragraph (a) of this section
include:

(1) Identifications that include the
letters ‘‘DOT’’, ‘‘MC’’, ‘‘ICC’’, or ‘‘UN’’;

(2) Exemption, approval, and reg-
istration numbers that include the let-
ters ‘‘DOT’’;

(3) Test dates displayed in associa-
tion with specification, registration,
approval, or exemption markings indi-
cating conformance to a test or retest
requirement of this subchapter, an ap-
proval issued thereunder, or an exemp-
tion issued under subchapter A of this
chapter;

(4) Documents indicating conform-
ance to the testing, inspection, mainte-
nance or other continuing qualification
requirements of this part; and

(5) Sales literature, including adver-
tising, indicating that the packaging
or container represented therein con-
forms to requirements contained in
subchapter A or C of this chapter.

[Amdt. 180–2, 54 FR 25032, June 12, 1989, as
amended by Amdt. 180–3, 58 FR 33306, June
16, 1993]

Subparts B–C [Reserved]

Subpart D—Qualification and
Maintenance of IBCs

SOURCE: Amdt. 180–5, 59 FR 38079, July 26,
1994, unless otherwise noted.

§ 180.350 Applicability.
This subpart prescribes require-

ments, in addition to those contained
in parts 107, 171, 172, 173, and 178 of this
chapter, applicable to any person re-
sponsible for the continuing qualifica-
tion, maintenance, or periodic re-
testing of an IBC.

[Amdt. 180–5, 59 FR 38079, July 26, 1994, as
amended at 66 FR 45391, Aug. 28, 2001]

§ 180.351 Qualification of IBCs.
(a) General. Each IBC used for the

transportation of hazardous materials
must be an authorized packaging.

(b) IBC specifications. To qualify as an
authorized packaging, each IBC must

conform to this subpart, the applicable
requirements specified in part 173 of
this subchapter, and the applicable re-
quirements of subparts N and O of part
178 of this subchapter.

[Amdt. 180–5, 59 FR 38079, July 26, 1994, as
amended at 66 FR 45391, Aug. 28, 2001]

§ 180.352 Requirements for retest and
inspection of IBCs.

(a) General. Each IBC constructed in
accordance with a UN standard for
which a test or inspection specified in
paragraphs (b)(1), (b)(2) and (b)(3) of
this section is required may not be
filled and offered for transportation or
transported until the test or inspection
has been successfully completed. This
paragraph does not apply to any IBC
filled prior to the test or inspection
due date. The requirements in this sec-
tion do not apply to DOT 56 and 57
portable tanks.

(b) Test and inspections for metal, rigid
plastic, and composite IBCs. Each IBC is
subject to the following test and in-
spections:

(1) Each IBC intended to contain sol-
ids that are loaded or discharged under
pressure or intended to contain liquids
must be tested in accordance with the
leakproofness test prescribed in
§ 178.813 of this subchapter every 2.5
years, starting from the date of manu-
facture or the date of a repair con-
forming to paragraph (d)(1) of this sec-
tion.

(2) An external visual inspection
must be conducted initially after pro-
duction and every 2.5 years starting
from the date of manufacture or the
date of a repair conforming to para-
graph (d)(1) of this section to ensure
that:

(i) The IBC is marked in accordance
with requirements in § 178.703 of this
subchapter. Missing or damaged mark-
ings, or markings difficult to read
must be restored or returned to origi-
nal condition.

(ii) Service equipment is fully func-
tional and free from damage which
may cause failure. Missing, broken, or
damaged parts must be repaired or re-
placed.

(iii) The IBC is capable of with-
standing the applicable design quali-
fication tests. The IBC must be exter-
nally inspected for cracks, warpage,
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